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PROBABLE NEW TACTICAL CRUISE MISSILE EQUIPMENT
JINXI NAVAL WEAPONS R/D/TRAINING COMPLEX SSM, CHINA
25X1

1. (SWN) SIGNIFICANCE: ELEMENTS OF A PROBABLE WEW TACTICAL
SURFACE-TO-SURFACE CRUISE MISSILE ¢{SSCM) VEAPONS SYSTEM ARE
OBSERVED AT JINXI NAVAL WEAPONS R/D/TRAINING COMPLEX SSM.

2. (SWN) REMARKS: FOUR TRACKED TRANSPORTER-ERECTOR-LAUNCHERS
(TEL) EACH WITH A SINGLE LAUNCH RAIL, ONE PROBABLE TRACKED
ELECTRONICS VEHICLE WITH A PROBABLE RADAR, AND ONE SUPPORT
TRUCK ARE DEPLOYED IN A CLEARING WEST OF THE FACILITY LAUNCH
PAD. THE TEL ARE APPROXIMATELY 8 BY 3 METERS. THE LAUNCH RAIL
IS APPROXIMATELY 1 METERS WITH A CENTER TRACK WIDTH OF 25X1
APPROXIMATELY THE PROBABLE TRACKED ELECTRONICS 25X1
VEHICLE IS AP | THE EQUIPMENT HAS 25X1

BEEN PRESENT SINCE AT LEAST | HOWEVER, SCALE AND 25X1
OBLIQUITY PRECLUDED THEIR IDENTIFICATION.

({SWH) SIMILAR EQUIPMENT !AS BEEW OBSERVED ON TWO OCCASIONS; THE
FIRST ON| | WHEN ONE TEL AND AT LEAST THREE 25X1
SUPPORT VEHICLES WERE DEPLOYED IN THIS AREA, AND THE SECOND ON
| | WHEN TWO TEL AND TWO SUPPORT VEHICLES WERE 25X1
OBSERVED ON RAILCARS AT THE FACILITY RAIL-TO-ROAD TRANSFER

POINT.

(SWN) THESE VEHICLES COULD BE INTENDED TO LAUNCH THE CSS-N-1
(STYX) MISSILE OR THE MODIFIED STYX MISSILE IN A COASTAL
DEFENSE OR BATTLEFIELD SUPPORT ROLE. THE MODIFIED STYX MISSILE

WAS OBSERVED AT THIS FACILITY ON ' "THE MODIFIED 25X
STYX 15 | TOWGER THAN THE STYX, WHICH IS . 25x1
LONG. | |
3. | COORDINATES 40-41-261 120-53-09F 25X1
COMMENTS AND OUERIES REGARDING THIS BRIEFING BOARD MAY BE
DIRECTED TO| | 25X1
25X1

These notes have been prepared for briefing purposes only and should not be used for detailed ana-
lytical work. Their use should be restricted to the particular briefing board(s) they were prepared for
and must be considered valid only for the reporting period as indicated by the date of issue.
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